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899
10A 277VAC ; 15A 125VAC ; UL/CUL VDE 

2000V (899B )
CTI 250  IEC 60335-1

---------  899-1A-V 899-1A-S 
1A (SPNO)

F 899-1A-F-C 899-1A-F-S 

---------  899-1B-V 899-1B-S 
1B (SPNC)

F 899-1B-F-C 899-1B-F-S 

---------                           899-1C-V 899-1C-S 
1C (SPDT)

F 899-1C-F-C 899-1C-F-S 

899 - 1A - - C 
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F -- F

899B -- 

2. 1A -- 
1B -- 
1C -- 

4. C -- 
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S -- 

5. -- 

3. -- 

NO : 7A 240VAC , 10A 120VAC ; NC : 7A 240VAC 

899-1C-C

899-1B-C

899-1A-C

899-1A-F-V

899-1B-F-V

899-1C-F-V

6. -- 

6

RoHS 2011/65/EU 
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899
15  625 

18  900 

24  1600 

36  3600 

48  6400 

 AgNi (2)

(1) 100m  (1A/6VDC， )
(1)  10ms 
(1)  5ms 
(1)  100M  (DC 500V) 

 AC 750V , 50/60Hz 1

 AC 1000V , 50/60Hz 1   (899B) 

 AC 1500V , 50/60Hz 1
(1)

 AC 2000V , 50/60Hz 1   (899B) 

 10 50Hz ,  1.5 mm 

 10 50Hz ,  1.5 mm 

 10G 

 100G 

 10,000,000 

 ( 18,000 )

 100,000 

(  360 )

-40 +70°C ( )(3)

10 g 

(1) 
(2) AgSnO 
(3) -40~+85°C

24 

20 

15 

10 

7.5 

150%
 0.36W

75% 10%

UL / CUL VDE 

E88991 40012174 

VDE 
UL / CUL 

NO NC 

 15A 125VAC 

10A 277VAC 

1/3HP 125/250VAC (NO) 

1/4HP 125/250VAC (NC) 

10A 250VAC T85 

6A 250VAC T105 
6A 250VAC T85 

(1) 
(2) -- F
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PC 

1.5
(0.059)

(0.748)
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1C 1B 1A

12.2
(0.480)

1.8
(0.071)

14.2
(0.559)

(0
.4

72
)

12

1.3-5
(0.051)

2.0
(0.078)

20(0.787) ±1(0.039)
20(0.787) ±0.5(0.020)

5(0.197) ±0.3(0.012)
1(0.039) ±0.1(0.004)
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